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SERVICE INSTRUCTION

No. 14 Rev. 1

This Service Instruction annuls and replaces the previous one

FIRST ISSUE: June 19, 1996             Rev.1: February 02, 1999

Subject: Fuel System – Auxiliary Tanks

1. GENERAL INFORMATION

1.1 AIRCRAFT AFFECTED

• All P68Bs equipped with auxiliary fuel tanks

• P68C-TC Serial Number 208-01TC

• P68C Serial Number 209

1.2 PURPOSE OF THIS SERVICE INSTRUCTION

Make available the procedure for the replacement of Pressure Switches

NOR7.141-2 and NOR7.141-3 which are no longer available, with Pressure

Switches NOR7.141-5 or NOR7.141-5A by the installation of Kit 68-026A

or Kit 68-026B as per paragraph. 1.3.

1.3 DESCRIPTION

Kit to be installed Pressure Switch to be replaced

Kit 68-026A Pressure Switch NOR7.141-2 (Cook Electric Co. P/N 9910058-1)

Kit 68-026B Pressure Switch NOR7.141-3 (NEO-DYN P/N 1106P57)

1.4 MAN-HOURS REQUIRED

The man-hours required for the installation of a single kit is estimated as 6

(six) hours and includes the time necessary for access to the parts and to

restore the aircraft to an Airworthy condition.
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1.5 TOOLING

No special tools are required

1.6 VARIATION IN WEIGHT AND BALANCE

Negligible.

1.7 DATA RELATIVE TO ELECTRICAL LOADS

Not Applicable

1.8 REFERENCES

Not Applicable

1.9 AIRCRAFT DOCUMENTATION AFFECTED

Parts Catalog

1.10 MODIFICATION TO BE CARRIED OUT BY

User

2. INSTALLATION INSTRUCTIONS

Refer to the figure shown on Page 5 and carry out the installation of the modification kit in

accordance with the instructions listed hereunder:

1) Position all electrical switches to OFF and disconnect battery cables.

2) Drain fuel tanks completely.

NOTE

The following instructions refer to the replacement of one Pressure Switch.

3) Remove the inspection hatches located between ribs 15 and 17 from the wing

bottom.

4) Install the required modification kit through the inspection hatches in accordance

with the figure on page 5.

5) Re-connect the battery cables.

6) With empty tanks and in accordance with the following procedure, verify that the

Pressure Switch functions correctly:

a) Activate the electric fuel transfer pump and check that the warning light on

the instrument panel illuminates immediately.

b) Deactivate the electric fuel transfer pump.
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NOTE

If the warning light on the instrument panel does not illuminate immediately upon the

activation of the electric fuel transfer pump, deactivate the pump and look for the cause

which could be due mainly to the malfunction of the bulb or the Pressure Switch itself. In

the latter case contact VulcanAir.

7) Fill the fuel tanks as specified hereunder:

• Fuel level in main tank not to exceed half.

• Fuel level in auxiliary tank at least 30 (thirty) litres.

8) Activate the electric fuel transfer pump and check for leaks in the area concerned.

9) Deactivate the electric fuel transfer pump.

10) Mark the correct position on all nuts and fittings on the line with red paint.

11) Follow the procedure hereunder to verify that the auxiliary fuel tank system is

functioning correctly:

a) Activate the electric fuel transfer pump and check that the warning light on

the instrument panel is not illuminated.

b) When fuel has been transferred and the warning light on the instrument

panel illuminates and stop blinking, deactivate the electric fuel transfer

pump.

c) Drain the auxiliary fuel tank completely and verify that residual fuel is less

than 5 (five) litres.

12) Re-install the inspection hatches between ribs 15 and 17 on the wing bottom.

3. KIT COMPONENTS

Kit 68-026A (for each wing)

In replacement of Pressure Switch NOR7.141-2 (Cook Electric Co. P/N 9910058-1)

Item P/N Description Q.ty
1 NOR7.141-5 or NOR7.141-5A Pressure Switch 1
2 24C or MS21919-DG22 Clamp 1
3 AN3-4A Bolt 1
4 AN960-10L Washer 1
5 AN364-1032A Nut 1
6 AN6227-B7 O-Ring 1
7 AN815-4D Union 1
8 7.1145-11 Tube 1
9 AN824-4D Tee 1

10 MS3106A-10SL-3S Plug 1
11 MS3057-4A Clamp Wire 1
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Kit 68-026B (for each wing)

In replacement of Pressure Switch NOR7.141-3 NEO-DYN P/N 1106P57)

Item P/N Description Q.ty
1 NOR7.141-5 or NOR7.141-5A Pressure Switch 1
2 24C or MS21919-DG22 Clamp 1
3 AN3-4A Bolt 1
4 AN960-10L Washer 1
5 AN364-1032A Nut 1
6 AN6227-B7 O-Ring 1
7 AN815-4D Union 1
8 7.1145-11 Tube 1
9 AN824-4D Tee 1

3.1 AVAILABILITY OF MATERIAL NECESSARY FOR THE MODIFICATION

Contact VulcaAir’s Sales Department for the price and availability of the kits.




